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REF 631

DOUBLE SIDED TRANSFER TAPE REINFORCED WITH PET SCRIM 

Double sided tape designed for foams lamination.  

Solvent acrylic adhesive with brown glassine paper liner and PET backing of 60 microns. 

 

PRINCIPALES VENTAJAS: 

 High initial Tack and high Peel adhesion. 

 Strong level of adhesive strength. 

 Big range of service temperature. 

 Excelent properties for foam lamination. 

 Highly conformable. 

         TECHNICAL PROPERTIES

DESCRIPTION VALUE METHOD

Total Thickness 60 µm PSTC-133 / ASTM D-3652 

Adhesion to steel 6 N/cm PSTC-101 / ASTM D-3330 

Rolling Tack Ball ≤ 10 cm PSTC-6 / ASTM D-3121 

Tensile strength 10 N/cm PSTC-131 / ASTM D-3759 

Elongation 3,5% PSTC-131 / ASTM D-3759 

Service temperature [-20ºC – +100ºC] INTERNAL

Application temperature [+10ºC – +40ºC] INTERNAL

Important Note:   
 The customer must test the tape for its specific aplication and conditions. 

APPLICATIONS: 

 Foam lamination. 

 Excelent behaviour in  foams for insulation and cooling in the automotive sector.
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